
 

 

SPECIFICATION 

 
 

Sodium Hypochlorite Solution, 1% Chlorine DAC* API grade 
 
Testing specifications: DAC* / LSM 045 

The material meets all requirements of DAC* Product code: 045 

 

*current version Effective date: 25.02.2025 

Supersedes version from: 01.06.2018 
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Parameter DAC* Test methods 

Identification A / B LSM 045 

Appearance clear Ph. Eur.* (2.2.1), DAC* 

pH 10.0-12.0 Ph. Eur.* (2.2.3), DAC* 

Iron max. 10 ppm Ph. Eur.* (2.4.9), DAC* 

Heavy Metals max. 20 ppm Ph. Eur.* (2.4.8), DAC* 

Assay 0.9 – 1.1% (m/m)  DAC* 

 
 

Quality Assurance and Quality Control 

Process/Operation Standard / Requirement 

Starting materials 

Sodium hypochlorite Solution, 12.5 per cent Chlorine DAC* produced by 
BASF SE and tested according to DAC* methods by Aug. Hedinger GmbH & 
Co. KG. 
 

Purified Water Ph. Eur.* / USP* produced by Aug. Hedinger GmbH & Co. KG 
according to EU-GMP and tested acc. to Ph. Eur.* / USP* methods by Aug. 
Hedinger GmbH & Co. KG. 

 

Sodium Hydrogen Carbonate Ph. Eur.* produced by Solvay Chemicals 
GmbH and tested according to Ph. Eur.* methods by Aug. Hedinger GmbH & 
Co. KG. 

Supply chain  
IPEC PQG – GMP Guidelines for Pharmaceutical Excipients* & IPEC GDP 
Guideline* 

Analytical quality control 
Full analysis of specification for each batch in a GMP qualified laboratory 

(in compliance with EU-GMP Part I, Chapter 6*) 

Batch release Qualified Person according to EU-GMP (2001/83/EC; Articles 48 & 49) 

Packaging 
Grade D (100,000) clean room according to GMP [EU-GMP Part I Annex 1* 
(classification and operating conditions), US cGMP] 

Primary packaging material 
Specified packaging materials from audited suppliers: 

250 ml, 500 ml HDPE-containers 

Shelf life: 18 months from date of release in originally sealed containers 

Storage conditions: Store container tightly closed in a cool, dry and ventilated place.  

Store at max. 25 °C and protected from light. 
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Regulatory Compliance 

The material is manufactured, stored, repacked, tested and released at Aug. Hedinger GmbH & Co. KG according 

to IPEC PQG – GMP Guidelines for Pharmaceutical Excipients* and EU-GMP Part II Guidelines*.  

Regulatory information for the starting material sodium hypochlorite solution, 12.5% Chlorine DAC, e.g., information 

on Aflatoxins, Allergens, BSE/TSE, Elemental Impurities (ICH Q3D*), GMO, Nitrosamines and Residual Solvents 

(ICH Q3C*) is available upon request. 

Batch certification: 

Every batch is analysed according to all parameters of this specification. The parameters Iron and Heavy Metals are 

not tested on each batch; the testing of iron and heavy metals is performed on the starting material sodium 

hypochlorite solution, 12.5% Chlorine DAC. The Certificate of Analysis (CoA) provides all test results including 

analysis date and date of manufacture. All CoAs are signed by a Qualified Person according to GMP. 


